Hinge Base Internal Halyard Winch Flagpoles - 20 to 40 ft
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e |/ Ball Finial w/Revolving Truck
O < ___ Entasis Tapered Shaft Detail of Internal Halyard
Security Access
1 5/8" sq Stainless Steel Plate —»
Plate Recess to Receive Bolt —>
Permanent —» Access Port w/Security Bolt
ex Stainless Steel Bo
Glossy Gelcoat 7/8" Hex Stainless Steel Bolt ———>»
Finish
Above Ground Helght 20 25 30 33 35 40
Exposed Height Anchor Rod (in) 195 | 195 [ 195 | 195 | 195 [ 195
Butt Diameter (in) 45 45 45 55 55 55
Top Diameter (in) 25 25 25 25 25 25
Flagpole Weight (Ib) 308 | 374 4 | 616 | 655 | 7438
Halyard(in) 1/4 114 | 5116 | 516 | 5116 | 5/16
Flash Collar (in) 14 14 14 14 14 14
Standard Flag Size (ft) 3x5 | 4x6 | 5x8 | 5x8 | 5x8 | 6x10
Maximum Flag Size (ft) 4x6 | 5x8 | 6x10 [6x10 | 8x12 [10x 15
Yardam Model 6.5 6.5 8 10 8 8
Foundation Size (in) wx d 20x 32|20 x40 |26 x 44 126 x 50 | 26 x 50 | 26 x 56
Unflagged Max. Wind Speed (mph) | 150 | 140 [ 130 [ 130 | 120 | 120
Internal Halyard > O 'i . ______J
Security Access . s .
w/H);n dle — All flagpoles shipped with finial, revolving truck, halyard,
hinge base kit, counter weight, crank handle, flag clips and instructions.
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